
TCT CUT-OFF SAW

LC1230N
305mm Portable Cut-Off Saw 305mm

TECHNICAL SPECIFICATIONS

Depth of Cut @ 90° 115 mm
Depth of Cut @ 45º 90 mm
Hole Diameter 25.4 mm
Max Wheel Diameter 305 mm
Input wattage 1650 w
No Load Speed 1300 rpm
Vibration K factor 1.5 m/sec²
Vibration 3 m/sec²
Net weight 19.3 kg

Link to product - makitauk.com

USER BENEFITS

• For Cutting in Pipe, Angle Iron, Conduit and More
• Double Insulation
• Quick release vice.
• Lock-off function
• Quick release support fence adjusts 0-45° for mitre

cutting
• Shaft lock for easy blade changes with just one

wrench
• D-shape handle for user comfort
• Shavings collection tray for easy waste disposal and a

cleaner work environment
• Large cast aluminium base for stability
• Externally accessible brushes for greater serviceability
• Maximum cutting depth of 115 mm (4-1/2") with

carbide tipped blade
• Carbide-tipped blade lasts 50x longer than abrasive

wheels; cuts clean, accurate and virtually burr-free
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RELATED PRODUCTS (Recommended Retail Price incl. VAT)

OTHER
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