
Twin 18v LXT Slide
Compound Mitre Saw

DLS714NZ
Model DLS714 is a 190mm (7-1/2") cordless slide
compound miter saw powered by two 18V Li-ion batteries
in series, and the power is comparable to AC models.

TECHNICAL SPECIFICATIONS

Battery Type Lithium-ion
Voltage 36 (18x2) v
Body only machine ✓
Blade Diameter 190 mm
Bore Diameter 20 mm
No Load Speed 5700 rpm
Max bevel range 45 - 5 º
Max mitre range 47 - 57 º
Max Cutting Capacity 52 x 300 mm
Noise sound pressure 88 dB(A)
Noise sound power 97 dB(A)
Noise K factor 3 dB(A)
Vibration K factor 1.5 m/sec²
Vibration 2.5 m/sec²
Net weight 13.0 - 13.5 kg

Link to product - makitauk.com

USER BENEFITS

• Powered by two 18V Li-ion batteries in series to
supply energy to the powerful 36V DC motor drive
system.

• Brushless motor
• Double Sliding Mechanism
• Soft start
• Easy to Grip handle with anti-slip elastomer surface
• LED indicator panel for battery fuel and indication of

automatic speed control
• Electric brake
• Equipped with Battery protection circuit: designed to

protect the battery from damages due to
overdischarge, high temperature or overload current.

• Cuts up to 300mm in a singe pass
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RELATED PRODUCTS (Recommended Retail Price incl. VAT)
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