
NEW

The RIDGID® micro CA-150 Inspection Camera allows you to perform more detailed 
visual inspections in even harder-to-reach areas.

• Comfortable one-hand grip for steady control while maneuvering camera

• Large 3.5” color display allows fast diagnosis in tight hidden spaces

•  Illuminate dark areas with 4 bright LEDs on the waterproof camera head

•  Capture up to 20 still images during inspections to playback on screen later

micro CA-150 INSPECTION CAMERA

FULL LIFETIME
WARRANTY
Against Material Defects

& Workmanship

For more details check a RIDGID product catalog or visit RIDGID.com.

NOW WITH 
IMAGE CAPTURING 

FEATURE!
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RIDGID® reserves the right to change design and specification of our products 
without notification or alteration of literature. For the complete selection of the 
Ridge Tool product line, please refer to the RIDGID® Tool Catalog or RIDGID.com.

© 2017 RIDGID, Inc. The Emerson logo and RIDGID logo are registered 
trademarks of Emerson Electric Co. or RIDGID, Inc. in the U.S. and other countries. 
All other trademarks belong to their respective holders.

Ridge Tool Europe N.V.
IZ Schurhovenveld 4820 
3800 Sint-Truiden, Belgium

Tel.: +32 (0)11 598 620
ridgid.eu@emerson.com
RIDGID.com 

ORDERING INFORMATION

CATALOG
 NO.

DESCRIPTION
WEIGHT

KG
36848 micro CA-150 Inspection Camera 2.5
37103 17 mm Replacement Imager 0.3
37108 3‘ Cable Universal Extension 0.3
37113 6’ Cable Universal Extension 0.86
37093 6 mm Imager with 4 m cable* 0.4
37098 6 mm Imager with 1 m cable* 0.1

Display ............................................................ 3.5” (90 mm) Color LCD 
......................................................................... 320 x 240 Resolution
Camera Head ................................................. Aluminum 17 mm 
Lighting ........................................................... 4 LEDs with adjustable brightness
Cable Reach ................................................... 3’ (0,9 m) (Expandable to 30’
......................................................................... with optional extensions)
Internal Memory............................................ 20 image
Playback ......................................................... On screen only
Waterproof..................................................... Camera head and Cable to 10‘
......................................................................... (when properly assembled) 
                                                                  5 V, 1,5 Amp
Power Source ................................................ Batteries (4 x “AA”)
Attachments .................................................. Mirror, Hook & Magnet
Weight ........................................................... 5.5 lbs (2.5 kg)

SPECIFICATIONS

DISTRIBUTOR

Includes: hook, magnet and mirror accessory. 
* Not compatible with original micro inspection camera 25643 (rotary power switch design).


